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4 THINGS TO CONSIDER BEFORE AND WHEN DRIVING

4.1 Connecting the trailer
During loading and transport on public roads, adhere to the applicable traffic legislation.

Note: When connecting and disconnecting the trailer, bear in mind the risk of clamping injuries, the risk
of slipping, the tipping risk and the risk of hydraulic high-pressure jets and hot oil. Ensure that neither
the hydraulic pump nor the power take-off is connected.

Check that the towing eyelet’s lock is undamaged and properly tightened.

Connect the trailer’s towing eyelet to the towing vehicle’s tow hook. Ensure that the towing device
is properly locked.

Check the condition of the tyres and their air pressure.
+  Check that the wheel nuts are tightened.

Always check that the quick couplings are clean and that they lock properly.

Trailer steering

Connect both the hydraulic cylinders for the trailer steering’s cylinders to the tractor’s double-ac-
tion hydraulic outlet. Ensure that the quick couplings are clean and that they lock properly.

Hydraulic disc/drum brakes
Connect the hydraulic hose to the tractor’s brake valve or single-action hydraulic outlet.

Note: When connecting to an outlet other than the brake valve, brake pressure can be built up when
working with the crane due to internal leakage in the tractor's hydraulic system. Always ensure that the
brakes are not applied before departing.

Travel lights

Connect the light connector to the tractor’s trailer outlet (12 V).

4.2 Disconnecting the trailer

The oil can be very hot! Do not allow the hydraulic hoses to hang
down to the ground!

Park the trailer on a flat, stable surface. Position a stable support under the drawbar and place
chocks by the trailer’s wheels to prevent it from rolling away.

Switch off the tractor’s hydraulic pump and power take-off. Release the remaining hydraulic pres-
sure.
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« Disconnect the hydraulic hoses. Start with the pressure line first, followed by the return lines and
finally any electrical contacts. Ensure that protective plugs are installed in the hoses.

«  Finish by disconnecting the trailer’s towing eyelet from the towing vehicle’s tow hook.

4.3 Test driving the trailer
Note: The support legs must be fully raised before moving the trailer.

Note: Avoid loading on slopes, although if you are forced to do so, take great care. If you are loading on
sloping terrain, take on smaller loads than normal.

«  Before test driving, ensure that the load is anchored.
« Undo the transport lock for the trailer steering.
«  Start the tractor’s hydraulic pump or power take-off.

«  Carefully check the trailer steering’s movements. There may be air in the system causing the move-
ments to be jerky.

«  Ensure that no hoses are stretched too much or trapped against sharp edges.
+  Check the movements of the support legs.

« Inthe event of any leaks, tighten the leaking connections.

+ Check that the lights work.

+  Check the brakes.

4.4 Operating instructions

Note: If damage should occur during use, the work must be halted immediately and the fault pinpoint-
ed and rectified before starting to use the trailer again.

Note: The trailer’s hydraulic brakes are only intended to be used when travelling, not as parking brakes,
unless otherwise indicated.

Sideways inclines

« Thereis always a danger when operating on sloping terrain. When driving on a sideways incline, the
risk of overturning can be reduced by driving the trailer higher up than the tractor using the trailer
steering.

Loading/Unloading

+ Stability can be increased during loading and unloading by steering the trailer steering in the op-
posite direction from the direction in which the crane is working.

« Even if the support legs have been lowered to the ground, the risk of overturning is always greater
when the trailer is empty or only has a small load. You must therefore give particular attention to
stability.
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Narrow passages

« The trailer can be tracked in narrow passages by steering the trailer using the frame steering. Note
that there is some risk of overturning. Always operate with gentle lever movements.

Weight distribution

«  The weight distribution of your machinery is extremely important. In order to achieve the optimum
weight distribution, the rear trailer can be adjusted to the position where the timber’s centre of
gravity is directly above the front bogie wheel. Check that the bolted joints are properly tightened
following adjustment.

Driving off-road

«  On steep terrain, drive straight up or down slopes in order to reduce the risk of tipping. Never drive
across slopes that are so steep that you cannot drive up them.

«  When driving up a slope, the risk of the towing vehicle rearing up increases when the machinery’s
centre of gravity has been moved backwards. In such situations, it is important to consider having
e.g. a tractor-mounted crane at the front and to use extra weights if necessary.

«  You must be particularly careful when leaning to the side. It only needs a small change for the tow-
ing vehicle or the trailer to overturn.

« Thetrailer’s centre of gravity is higher than the towing vehicle when you are driving with a load. This
means that the towing vehicle may be able to pass through a critical passage that the loaded trailer
cannot manage.

« Bear in mind that it is more difficult to control a large, heavy load than a smaller, lighter one. You
should therefore adapt the load to the size of the towing vehicle and the terrain conditions. Always
adapt your driving to your level of experience.

Note: If the tractor tips over, hold onto the steering wheel firmly and do not jump out! The cab is your
best protection!

Working in extreme situations

The recommended ambient working temperature for this machine is -30°C to +40°C. Note that when
working in low or high temperatures, the level of wear and stress on seals and hoses increases. The du-
rability of the steel is also impaired, and cracks can occur.

When working under extreme conditions, work with smaller loads than normal in order to prevent dam-
age. When working in cold conditions, always allow the hydraulic fluid to circulate freely for a number
of minutes. Then operate each function a number of times to allow seals and hoses to soften up before
applying full pressure. During extremely warm periods, take care with the temperature of the oil. Tem-
peratures of above 80°C destroy the oil’s properties and damage seals and hoses.
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5 MAINTENANCE/SERVICE

To keep your trailer in good condition, you need to carry out regular maintenance. Regular and correct-
ly performed maintenance are a precondition in order for the guarantee to be valid. During all service
or repair work the trailer must be unloaded. When carrying out repairs or maintenance, take care when
climbing onto the trailer.

Note: Only genuine parts may be used during repair and maintenance.

Lubrication

Lubrication schedule for all trailers up to the 12 tonne model.
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Lubrication schedule for T 12 4 WD.

«  Follow the lubrication schedule during lubrication.

Also clean the grease nipple before lubrication.

Cleaning

When cleaning, first perform a rough clean using just water, although avoid using high-pressure
sprays on electrical components.

« Usean environmentally friendly detergent. Allow it to work for the specified time. Rinse off with hot
water.

Always lubricate the trailer after cleaning.
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The hydraulic system

Ensure that the hydraulic system is not under pressure before com-
mencing service or repair work on the system.

Never work under a load that is dependent on the hydraulic sys-
tem. Use a support that prevents the load from falling.

+ Never repair a leaking hydraulic system when it is under pressure.

«  Never use your hands to search for leaks in the hydraulic system. An oil jet can easily penetrate the
skin, resulting in serious injuries. As the oil is hot, both burn injuries and fire can occur.

« Avoid getting oil in your eyes by wearing protective goggles.

Towing eyelet
Note: Welding is not permitted on the towing eyelet!

Check the towing eyelet for wear. The wear limit for a towing eyelet with 30 mm of material is 20%. If the
towing eyelet has sustained damage, immediate replacement is mandatory. The towing eyelet must be
checked for defects whenever the trailer is to be used.

Note: It is the user’s responsibility to check the towing eyelet. The towing eyelet is certified in accord-
ance with 1SO 5692.

5.2 Air pressure

For information, see point 3.4
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