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FARMA CT 6.3–10

Our 10 ton trailer is based on the same design as our successful 9 ton 
trailer with the best handling thanks to the placement of the frame 
steering behind the railing.  Our 10 ton trailer unlike the 9 ton trailer is 
equipped with 500–wheels, a more powerful bogie and wider railing 
and bank posts. The illustrated trailer is equipped with our new crane 
C 6.3 with an extension of 1.1 metres and a link system between the lift 
boom/outer boom for the best geometry of the crane’s movement. The 
telescopic cylinder is positioned internally, fully protected against im-
pact and scratches to the piston rod. Fully extended the loader can lift 
445 kg excluding the grapple and rotator. A trailer that can be specially 
equipped for just your needs. The crane can easily be removed from 
the trailer for conversion in the tractor’s three-point attachment. The 
crane can be combined with other trailer models, see page 14.

For crane dimensions, see page 10.

For information on optional equipment, turn to the back of the brochure.
We reserve the right to revise speci� cations without prior notice.
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FARMA CT 6.5–12

6.5 m crane, 12 ton trailer. Lumber trailer designed for rugged conditions. 
Exceptionally good accessibility primarily through the placement of the 
frame steering’s articulated joint behind the railing, positioning the bo-
gie correctly in relation to the tractor and with the utilization of the frame 
steering the trailer handles well in all situations. The loader is designed for 
professional use and is mounted on a strong crane base with extendable 
support legs. The reach is 6.5 metres including extension increasing to 
7.2 metres with the frame steering fully extended where it can lift 625 kg 
excluding the grapple and rotator. Prepared for winch mounting. The crane 
can be combined with other trailer models, see page 14.

For crane dimensions, see page 10.

For information on optional equipment, turn to the back of the brochure.
We reserve the right to revise speci� cations without prior notice.
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FARMA CT 8.5–14
4WD

Our reel driven and well – equipped trailer is a versatile trailer with a 
low centre of gravity for the best accessibility. As standard the trailer is 
equipped with disc brakes on two wheels and a unique hydraulic dis-
placement of the bogie. Our reel driven trailer has primarily been sold 
together with C 6.5, which is a professional crane with a reach includ-
ing extension of 6.5 metres, increasing 7.2 metres with the frame steering 
fully extended where it can lift 625 kg excluding the grapple and rotator. 
In 2010 this trailer will also be possible to order together with our new 
Generation 2 crane, C 8.5 which has a link system to optimise the crane’s 
movement and its lifting capacity. C 8.5 is equipped with a double tel-
escopic extension covering a length of 3 m.  

For crane dimensions, see page 10.

C . will be available in .

CAN BE ORDERED WITH CT 6.5...

For information on optional equipment, turn to the back of the brochure.
We reserve the right to revise speci� cations without prior notice.

The powered trailer is equipped with a hydraulically 
o� set bogie that is movable from the tractor. There 
is a hydraulic piston on each side of the central tube, 
which can displace the bogie by 70 cm. This results 
in better balance with di� erent timber lengths 
and which also assists, among others, in di�  cult 
conditions and when stuck in the ground. 

The frame steering on 
this powered lumber 
trailer has its articulated 
joint behind the railing, 
which results in optimal 
handling characteristics 
and a versatile tractor-
trailer combination. 

The trailer can be equipped with its own hydraulic 
system. This results in total independence from 
the capacity of the tractor’s hydraulic system. The 
hydraulic system consists of a pump for the power 
take-o�  as well as a tank and � lter. We can o� er 
di� erent pump options with piston or gear pumps. 

The hydraulic unit is standard equipment with electrical on-
o�  for the grapple, extension, support legs and drive. This 
gives a lightweight (10.5 kg) hydraulic unit that contributes 
to the trailer’s versatility. We can o� er di� erent systems to 
control the crane and trailer. Among others we can o� er 
proportional controllers with or without radio control and 
hydraulic servo valves with electrical on/o� , both controlled 
via a joystick. 
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C 6.3

Floating position

Crane equipment

For information on optional equipment, turn to the back of the brochure.
We reserve the right to revise speci� cations without prior notice.

Winch

FARMA o� ers a radio controlled winch in its range. Radio control 
makes the work easier on the body, but above all it makes it safer 
by eliminating both dangerous and heavy operations. The winch 
has a 6 mm wire with a length of 35 metres as standard. The radio 
controlled winch can be mounted on all models from 7 tons and 
up.

Grapple damper

FARMA grapple damper facilitates work with the grapple as it 
stabilizes the claw. The grapple damper is mounted between the 
grapple and rotator. The grapple damper has increased in popu-
larity as many believe it assists working with the grapple loader. 
Can be ordered as an accessory.

Damper slewing/lifting

Do you want to drive smoother and with that more com-
fortable? Do you want to protect the machine’s build 
and reduce maintenance? You should then consider 
the damper designed for slewing, lifting and lowering. 
The design of the damper receives oil via the accumulator and 
dampens rapid slewing and boom movements.

3-point linkage

If you wish to mount the crane on the tractor’s three point linkage 
(hydraulic arms) a so-called three point attachment is required to 
secure the crane. The attachment is available in di� erent models 
depending on the size of the crane. Note! If you need � oating po-
sition functions on the crane when mounted on the tractor these 
are not included in the crane’s standard equipment but must be 
ordered as an option. Also see the � oating position functions on 
this page.

Crane lighting

FARMA crane lighting can be purchased as an option for those 
customers who require this. The crane lighting consists of two 
work lights mounted on each side of the boom. The lighting can 
be retro� tted, but it is economically bene� cial to order these di-
rectly when purchasing the crane.

When a crane is used mounted on the tractor the � oating position 
functions must be on the crane if the grapple is placed on a subse-
quent trailer. This is not included as standard, but must be ordered 
as an option. The � oating position is mounted inside the valve as-
sembly (see the arrows for placement) and can not be seen from 
the outside. Only two hydraulic controllers are stocked with � oat-
ing position function. This is the models 2+3-levers (7 functions) 
and 2+4-levers (8 functions). Other models quoted on request.

Cranes main dimensions

Crane equipment

Dimensions 
(mm)

A B C D E F

C 3.2 900 1860 1390 940 50

C 3.8 900 2200 1650 940 50

C 4.6 950 2660 1995 1265 50

C 5.1 950 2960 2195 1265 50

C 5.3 950 3150 2150 1265 60

C 6.0 950 2960 2145 900 1265 40

C 6.3 950 3150 2100 1100 1265 60

C 6.5 1365 3175 2225 1100 1500 80

C 8.5 1365 3175 2250 3000 1500 80

For additional information about crane sizes, movement pattern and speci-
� cations please refer to the matrix and technical data in this brochure and 
to our website where detailed information is available.
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FARMA o� ers numerous multi-lever options for our cranes. The 
valve assemblies appear similar but the number of levers is 
adapted to the number of functions required by the crane. The 
valve assembly for 5, 6 and 7 levers is a fully cast block with a 
low weight while the 8 lever valve assembly is assembled of sec-
tions and is considerably heavier. In instances where support leg 
functionality is not required 5 functions can be used if the crane 
is not equipped with extension functionality, if the crane features 
extension functionality then 6 functions are required. If the crane 
has support legs 7 functions are needed without the extension 
function and 8 if the crane has extension functionality. The pic-
ture shows the valve assembly, 7 levers.

The valve assemblies appear similar at � rst glance, but di� ers 
signi� cantly in weight as both controllers are manufactured in 
di� erent ways. 2+3–levers is fully cast and with that signi� cantly 
lighter than the 2+4-lever model which is assembled of di� er-
ent components. They di� er by more than 10 kg in weight. On 
the 2+3-lever model the support legs and grapple are control-
led by the three centre levers. The 2+4 lever model also features 
handling of the extension and with that there are 4 levers in the 
middle. Illustrated is the 2+4 lever model.

FARMA’s most popular controller primarily due to its low weight 
and price is our electrical on/o�  controller. The electrical on/o�  
controller is available with 3, 4 or more electrical functions de-
pending on your needs. The electrical on/o�  controller consists of 
two main parts. The part of the controller that controls the elec-
trical functions is mounted in a protective box on the crane. The 
other part is a 4-function controller with buttons which is used 
from the driver’s cab. The functions controlled by the electrical on/
o�  controller are the support legs and grapple and in appropriate 
cases also the extension.

Hydraulics

For information on optional equipment, turn to the back of the brochure.
We reserve the right to revise speci� cations without prior notice.

The FARMA range also features hydraulic servo (so-called low 
pressure servo) which is controlled through the same type of 
joystick as with electrical proportional control. The di� erence 
between the systems, which in both cases are mounted on the 
crane, is that electrically controlled proportional systems are 
managed via electrical cables while control on hydraulic servo 
systems is managed through a low pressure system via hoses. This 
type of solution requires more assembly work in the cab than with 
the use of electrically controlled proportional valves.  

Tired of hydraulic hoses that need to be transferred to the trac-
tor? Perhaps electrical proportional control valves are something 
for you? Contact between the trailer and tractor is then made via 
an electrical cable and only one hydraulic hose is needed for the 
pressure and return from the tractor. The crane is controlled with 
two joysticks. The joysticks are installed inside the cab and control 
the trailer mounted valves electrically. As the valves are propor-
tionally controlled, control is performed with sensitivity on the 
buttons unlike electrically on-o�  controlled valves.

Tired of hydraulic hoses that need to be transferred to the tractor? 
Perhaps an electrical proportional controller with radio control 
is something for you? Contact between the trailer and tractor is 
then made via radio and only one hydraulic hose is needed for the 
pressure and return from the tractor. No other contact is needed 
between the controller and the trailer. The controller is available 
with control via paddles or joysticks. Pictured is radio control with 
joysticks.

Hydraulic servo Electrical proportional steering with joystick

FARMA off ers numerous options with the choice of hydraulic 
controller. In instances where the alternatives are too many 
and the choice diffi  cult we would like to off er some simple ad-
vice. Many want a light controller that is possible to lift in and 
out of the tractor. If this is your preference we off er an inexpen-
sive controller for up to  functions, which is a fully cast and 
with that a light alternative. 

Does the crane you are interested in have an extension? This re-
quires  functions and a valve assembly of the more traditional 
type and with that will be signifi cantly heavier.  For cranes with 
an extension but also with  function control, our Electrical on/
off  controller is the most common option. The additional price 
in most cases is worth it. Half the controller is mounted under a 

protective cover on the crane and you take the other half with 
the electrical on/off  buttons into the cab with you. 

Do you work in the forest and need work friendly solutions? 
The more advanced solutions with so-called electrical pro-
portional control can perhaps be the answer for you. In this 
case the complete controller is mounted on the crane. Only 
the electrical cables are taken into the tractor where you use 
two joysticks to control the crane. Control is proportional, i.e. 
the buttons are sensitive when you control the crane. The solu-
tion is also available in a radio controlled design with a radio 
section available with paddles or joysticks, which is the most 
common. If you are use to a so-called low pressure servo we 
can also off er this.

Hydraulic controller - how do you choose?

Multi-lever controllers 2+3-lever/ 2+4-lever Electrical on/o�  control 

Electrical proportional steering with radio control
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Crane accessories

Grapple bucket  

One of the new additions in this brochure are our grapple buckets 
that have been developed in two sizes 160 litres and 200 litres, de-
pending on the di� erent application areas and working method. 
The existing grapple on the crane is replaced with the grapple 
bucket. Clearing ditches as well as the loading/unloading of dif-
ferent materials such as soil/gravel and the like are just a few of 
the application areas where the grapple bucket is ideal.  For infor-
mation about which grapple bucket is suitable for each grapple 
loader and the di� erent operations please contact your dealer.

WinchGrapple  

FARMA’s range includes � ve di� erent grapple models. The grapple 
models 0.12 and 0.20 belong to the tried and tested FARMA range 
and the models 0.16, 0.19 and 0.22 belong to our new grapple 
range. The new grapples are manufactured of the steel Weldox 
700, which is a high strength steel. In the matrix on page 14 you 
can see which grapple is � tted as standard on the di� erent cranes 
and which sizes are available as an option. For measurements and 
technical description please refer to our website.

For many years FARMA has chosen to only have a radio controlled 
winch in its range. This is because the risk of accidents increases 
greatly with a mechanically controlled winch. Radio control 
makes the work easier on the body, but above all it makes it safer 
by eliminating both dangerous and heavy operations. The winch 
has a 6 mm wire with a length of 35 metres as standard. The draw-
ing force or lifting force to be correct di� ers substantially depend-
ing on whether it’s stated with an empty winch drum or a full. 
Check this when comparing with other models. The winch can be 
controlled manually in the event of a radio failure.

Would you like more information than is provided in this brochure? Visit our website 
for further information, www.forsmw.com.

Website

Rotator

FARMA o� ers two 
di� erent sizes of rota-
tors (3 and 4 ton) on 
its cranes depending 
on the size of crane 
and grapple. See the 
matrix on page 14 for 
information about 
which rotator � ts 
which crane. Please 
see our website for 
more information.

The fi rst stage of FARMA Generation  was initially shown in 
the summer of . Generation  involves an upgrade to 
products and design as well as a further development of the 
brand within new lines of business. In this brochure we present 
a number of new products all marked with G (Generation ), 

so that you the customer can quickly and easily fi nd our new 
models and upgrades.

FARMA Generation 

Insert buckets  

Insert buckets are an easy and cost e�  cient way to supplement 
the grapple for loading grit, ditch clearing, etc. The insert buckets 
are � tted to the existing FARMA grapple. Our grapple series under 
the name Generation 2 and then models 0.16 and 0.19 must be 
used in order for the insert buckets to � t.

Brush grapple  

FARMA has developed two brush grapples to facilitate operations 
with branches as the branches and tops do not fasten as easily in 
the grapple.  FARMA has developed two brush grapple models, 
0.16 and 0.19. The existing grapple on the crane is replaced with 
the bush grapple. For information about which brush grapple 
is suitable for each grapple loader and the di� erent operations 
please contact your dealer.

We reserve the right to revise speci� cations without prior notice.
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Disc brakes

Lumber trailer accessories

FARMA’s trailer and crane range frequently includes equipment 
as standard where others off er the same equipment as extra 
options. In spite of a wealth of standard equipment there are al-
ways specifi c customer needs. FARMA off ers one of the broadest 

accessory programmes available on the market. On pages -
 we present numerous accessories. For more customer adap-
tation possibilities and additional information than what the 
brochure provides please see our website, www.forsmw.com.

A wide accessory programme.

Extension post

PTO pump

FARMA’s trailer range can be factory ordered with its own hy-
draulic system mounted on the trailer. The set includes a pump 
for mounting on the power take-o� , tank, � lter and hoses. The 
PTO pump is supplied fully � tted. The PTO pump is used when the 
tractor’s hydraulic capacity does not meet the trailer and crane’s 
needs.

Intermediate bank

There are extra intermediate banks available as an accessory for 
FARMA lumber trailers from 6 ton to 10 ton models. Intermediate 
banks can facilitate operations in several ways in di� erent hauling 
traditions. State the trailer size when ordering.

There are extension banks available as an accessory for FARMA 
lumber trailers from 6 ton to 9 ton models. The banks fa-
cilitate when hauling extra long timber lengths or random 
lengths of pulpwood. State the trailer size when ordering.
See it mounted on CT 3.8-6 on page 4.

Branch and top posts  

We o� er branch and top posts as an accessory. The posts are sold 
individually and broaden the trailer’s load width to prove more 
space for branches and tops as the weight per unit volume of 
these means a signi� cantly greater volume is possible with each 
load than when handling timber and pulpwood. State the trailer 
size when ordering.

Drum brakes

All FARMA trailers can be � tted with drum brakes if required. 
Drum brakes can be factory ordered for all trailers and are either 
mounted on two or four wheels. Drum brakes are a legal require-
ment on some markets. Drum brakes require regular and meticu-
lous cleaning.

FARMA trailers can be equipped as an option with disc brakes on 
all models. CT 14 4WD has disc brakes on two wheels as standard. 
Disc brakes are factory ordered and can be � tted on either two or 
four wheels. Retro� tting is possible on your used trailer. Contact 
your dealer.

Lighting

The removable lighting bar can be factory ordered as an accessory 
if necessary. Wiring with connectors are then routed through the 
trailer and are then connected to the lighting bar. Permanently 
mounted lighting can be ordered for the 12–14 4 WD ton trailer.

We reserve the right to revise speci� cations without prior notice.

Extension bank

Extension bank posts 
are sold in pairs. These 
give an increase in the 
load volume. When 
handling an assort-
ment with a lower 
weight per unit vol-
ume, e.g. pulpwood 
the extension bank 
posts make greater 
volumes possible 
with each load. State 
the trailer size when 
ordering.



Crane matrix
The crane matrix presents 
the di� erences in our 
crane range.

Crane

Matrix Lumber trailer with crane

Combine your 
equipment

Trailer matrix
The trailer matrix presents 
the di� erences in our 
trailer range.

We reserve the right to revise speci� cations without prior notice.
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  Choose the trailer and crane 
that suits just your require-
ments.
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The matrix on this page 
concerns complete trail-
ers, i.e. lumber trailer 
with crane. For informa-
tion about accessories 
for separate trailers and 
cranes please see the 
website.

Note! When a crane is mounted on T 12 and T 14 4 WD the valve block stated as standard can change. Therefore the division in di� erent trailer models for the larger cranes.
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Farma Cranes

Farma Trailers

Technical data
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We reserve the right to revise speci� cations without prior notice.

– =   Not 
available

Max. 
axle load (kg)

Load area 
m2

Load length 
m

Total length 
m

Total width 
m

Clearance 
mm

Wheel 
dimensions

Weight trailer 
in basic design. 

kg

Steering angle 
with frame 

steering 
(degrees)

T 6 6000 1.4 2.82 4.4 1.8 460 11.5/80-15.3 721 -

T 7 S 7000 1.95 3.56 5.4 1.9 490 11.5/80-15.3 1109 40

T 7 7000 1.95 3.56 5.4 2.0 505 400/60x 15.5 1177 40

T8 8000 1.95 3.56 5.4 2.1 505 400/60x 15.5 1310 40

T9 9000 2.1 3.53 5.4 2.1 520 400/60x 15.5 1643 48

T 10 10000 2.2 3.56-4.46 5.36-6.26 2.3 490 500/50x17 1717 48

T 12 12000 2.8 3.35-3.82 5.4-5.9 2.3 490 500/50x17 2144 48

T 14 4WD 12000 2.8 3.64-4.15 5.8-6.3 2.3 525 500/55x17 ELS 2966 48

Lift 
capacity 

net: 
kNm   

Slewing 
torque 

kNm

Slewing 
angle   

degrees

Reach
 m

Telescopic 
stroke 
length 

m

Recommended 
� ow 

l/min

Working 
pressure 

bar

Weight kg incl. 
0.12 grapple*/

Weight of 
crane

Weight kg incl. 
0.16 grapple*/

Weight of 
crane

Weight kg incl. 
0.19 grapple*/

Weight of 
crane

Weight kg incl. 
0.20 grapple*/

Weight of 
crane

Weight kg incl. 
0.22 grapple*/

Weight of 
crane

Lifting force 
kg full length 
(excl. grapple/

rotator) 

C 3.8 22 3 360 3.8 - 10 - 35 175 371
300

392
300 – – – 300

C 4.6S 27 4.4 360 4.6 - 10 - 35 175 – 572
480

592
480

607
480 – 480

C 4.6 D 27 8.8 360 4.6 - 10 - 35 175 – 602
510

622
510

637
510 – 480

C 5.1 33 8.8 360 5.1 - 35–50 175 – 622
530

642
530

657
530 – 450

C 5.3 33 8.8 360 5.3 - 35–50 175 – 672
580

692
580

707
580 – 570

C 6.0 33 8.8 360 6.0 0.9 35–50 175 – 672
580

692
580

707
580 – 390

C 6.3 33 8.8 360 6.3 1.1 35–50 175 – 722
630

742
630

757
630 – 445

C 6.5 44 12 360 6.5 1.1 45–60 175 – – – – 903
770 625

C 8.5 40 16 360 8.5 3 45–60 175 – – – – 903
770 450

Elmia Wood 2009
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Manufacturer Dealer:

FARMA® 

E-mail: info@forsmw.com
Website: www.forsmw.com

Fors MW, which was established in Estonia in 

1992, stands today as one of Europe’s leading 

manufacturers of forestry, agricultural and con-

tractor machinery. Our products can be found in 

over 50 countries worldwide. We are witnessing 

dynamic sales activity in several European coun-

tries. Sales are made via a large number of inde-

pendent dealers and, in some regions, agents. 

Our customers are 

found within small 

and large organisa-

tions, and carry out 

their work under a 

wide variety of con-

ditions. Our products 

are of fundamental 

importance to their 

operations. We create 

value for our custom-

ers through knowl-

edge and an under-

standing of their daily 

situations, and their common need to carry out 

cost e� ective, well executed work. Fors MW's 

technical competence, global acquisition net-

work, comprehensive product range, know-how 

and European presence provide our customers 

with easy and rapid acquisition of most products 

on the market at the right price. 

Our business concept is simple and clear. We de-

velop and manufacture quality machines for ag-

riculture, forestry and contract work worldwide 

at a price the customer is prepared to pay. This 

places heavy demands on us as the producer. 

It entails maintaining quality and competitive 

prices, which implies full-on development work 

and meeting the market's expectations of us as a 

world leader in our � eld. 

Here at MW Fors we 

continually strive for 

acknowledgement 

as a world leading 

player within our 

area of operations. 

To achieve this we 

work routinely to be 

a company that is as 

good as the products 

we make. This entails 

constant question-

ing and continual 

improvement. A purchase from us shall pro-

vide more. We want you to feel assured and 

satis� ed with the choice you have made. We 

place the highest quality demands on both 

raw materials and � nished components. 

Production in modern facilities meets both to-

day’s and future environmental and working 

condition standards.

AS FORS MW stands for customer oriented 
products, quality and competitive prices.
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The factory

The Fors MW factory is designed for short series pro-
duction. It is located in Saue,  km from Tallinn, Esto-
nia. The production area covers , m², , m² 
of which is under roof.


